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S a f e T e s t
L u m in a i r e
Electrical Safety Tester for
Luminaire on Lighting Products

The SafeTest Luminaire is a complete solution for lighting (luminaire)
manufacturers who need to meet electrical safety standards. It provides
all the required tests in a clear and simple interface, which can be
operated manually or automatically. It adheres to standards IEC598
(incorporating BS EN 60598) UL1598, C22.2 no. 250.0.

This innovative tester can store up to one thousand test results and will
interface to a PC for further analysis of measured data.

In a production environment, serial numbers can be scanned and stored
against test results. Test results can also be output to a printer during
testing. The SafeTest Luminaire can also be used with the Desk Test ‘n’
Tag label printer for clear and concise product labelling.

K EY FEATUR E S

Earth Continuity / Ground bond test

Hipot / Flash Test

Insulation Resistance Test

Power / Load / Run Test

Internal memory

Link to scanner and PC for traceability

Used stand alone
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MCS Test Equipment Ltd
Unit 5-6 Station Yard,
Llanrwst,Conwy,
North Wales,
LL26 0EH

Tel: 08453 62 63 65
Fax: 08453 62 36 16

Email: sales@mcs-testequipment.co.uk
Web: www.mcs-testequipment.co.uk

DISTRIBUTOR
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SPECIFICATION

AC Flash / Hipot Tests

Test Voltage Class I 1.5kV AC
Test Voltage Class II 3kV AC

DC Insulation Resistance

Test Voltage 500V DC, 2MΩ trip

Earth / Ground Bond Test

Test Current 10A AC, 0.5Ω trip

Power / Run / Load Test

Measured Load 120V/240V AC, 15A

Polarity

Test Performed Live & Neutral continuity & polarity

External Connections

RS232 For Connection to Printer, PC or
Barcode Scanner

Beacon Yes
Guard Switch Yes

ADDITIONAL INFORMATION

Mechanical

Dimensions 450W x 410H x 155D mm approx.
Weight 5kg

Electrical

Supply Voltage 220/240V 50Hz
Operating Temperature 0-40°C
EN50191 Compliant when used with

appropriate accessories

Supplied With

HT Probe
EC Clip
Guard with plug
Instruction Manual
Mains Lead

OPTIONAL EXTRAS

Hardware

312A912 Desk Test 'n' Tag Printer
STL 5010 Earth Clip Lead & Plug
STL-5011 EC Probe
DCS317 Guard Switch
H-5017 Status Beacon
03918/2 HT - Probe
Y300 Simulator
68555 BC Continuity Probe
68556 SBC Continuity Probe
68557 EC Continuity Probe
68558 SES Continuity Probe

Software

352A910 PATGuard Elite 2
352A920 PATGuard Pro 2
352A930 PATGuard Lite 2

Services

Onsite return to base
Service
Calibration

Order Number

STL

Tried. Tested. Trusted.

2626

SafeTest
Luminaire
Electrical Safety Tester for
Luminaire on Lighting Products

The SafeTest Luminaire is a complete solution for lighting (luminaire)
manufacturers who need to meet electrical safety standards. It provides
all the required tests in a clear and simple interface, which can be
operated manually or automatically. It adheres to standards IEC598
(incorporating BS EN 60598) UL1598, C22.2 no. 250.0.

This innovative tester can store up to one thousand test results and will
interface to a PC for further analysis of measured data.

In a production environment, serial numbers can be scanned and stored
against test results. Test results can also be output to a printer during
testing. The SafeTest Luminaire can also be used with the Desk Test ‘n’
Tag label printer for clear and concise product labelling.

KEY FEATURES

Earth Continuity / Ground bond test

Hipot / Flash Test

Insulation Resistance Test

Power / Load / Run Test

Internal memory

Link to scanner and PC for traceability

Used stand alone
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